
Backing: Polyethylene Film

Adhesive: Acrylic Adhesive

Color(s): Blue

Tack Level Very High

Adhesion to Steel: 18-21 oz/in (PSTC-101)

Total Thickness: 3 Mil (PSTC-133)

Elongation (%) 325%

Country of Origin USA

Product Data Sheet
Collision Wrap Protection Film

We believe the statements and information contained herein are accurate but are to be used 
only as general guidelines and are not warrants or guarantees because of the variety of pos-
sible uses. THERE IS NO WARRANTY OF FITNESS FOR A PARTICULAR PURPOSE. THE BUYER 

MUST TEST THE SUITABILITY FOR EACH INTENDED APPLICATION BEFORE USING. WRAPTITE 
WILL NOT BE LIABLE FOR DAMAGES IN EXCESS OF THE PURCHASE PRICE OF ITS PRODUCTS 

OR FOR INCIDENTAL OR CONSEQUENTIAL DAMAGES.

Item ID Numbers
Here:  CW36200L, 
CW48150L

Wrap-Tite, Inc.
6200 Cochran Rd.
Solon, Ohio 44139

Toll Free: 888-WRAP-TITE
Fax: 440-349-5432

www.wraptite.com - 
info@wraptite.com

Product Descripton:
This product is a temporary protective mask designed to protect 
from wind, rain, dirt and also small particles. Wrap all areas that 
may be exposed to damage. Our film with its special adhesive is 
easily applied and removed without any special tools.


